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B1 = 1½" ( G4 , G8 )

B2 = 0" ( G5 )

 G5 BARS RIGHT OF ¢ 

ENDS BACK ON STATION

B1 = 0" ( G4 , G8 )

 G5 BARS LEFT OF ¢

ENDS AHEAD ON STATION

BAR END PLACEMENT FOR END TYPE C

B2 = 3" ( G5 )
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END TYPE PROPERTIES

BENDING DIAGRAM (ALL DIMENSIONS ARE OUT TO OUT)

C.G. TOTAL STRAIGHT
STRANDS

C.G. TOTAL
TEMPORARY STRANDS

STRAND LIFT LOOPS OR H.S.
THREADED STEEL BARS.
SEE GIRDER NOTE 5. C.G. TOTAL

HARPED STRANDS

MULTIPLE UNIT HOLD 
DOWN TO STRADDLE
HARPING POINT

ä8"

3
"

3"ø OPEN HOLE.
ADJUST HOLE LOCATION
VERTICALLY TO MISS
HARPED STRANDS. ç

3"ø OPEN HOLE.
ADJUST HOLE LOCATION
VERTICALLY TO MISS
HARPED STRANDS. ç

APPLY APPROVED RETARDANT FOR ¼" ETCH
TO SIDE FORMS OR ¼" ROUGHENED SURFACE
TREATMENT BY APPROVED MECHANICAL METHOD.
OMIT AT EXTERIOR FACE OF EXTERIOR GIRDERS.

 G7 #3 (TYP.)

1" CHAMFER (TYP.)
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SAWTEETH

HARPING POINT

Ld

6"

¢ INTERMEDIATE DIAPHRAGM
  SEE "FRAMING PLAN" FOR LOCATIONS.

HARPED STRANDS
SPLAYED

HARPED STRANDS BUNDLED
BETWEEN HARPING POINTS

 ¢ BRG.

0.4 GIRDER LENGTH ± 1'-0" (TYP.)
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END TYPE A

GIRDER ELEVATION

END TYPE B

 G1 #5

8 : 1 MAXIMUM SLOPE FOR
EACH HARPED STRAND

SEE GIRDER NOTE 9.
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HARPED
STRANDS

MEASURED
ALONG ¢ GIRDER

V1 SPA.
@ V2

V3 SPA. @ V4 SPA. @ 1'-6" MAX.

2 G1 #5, G3 #5 & 2 G7 #3

V6

2 G2 #5, G3 #5 & 2 G7 #3 

V5 SPA. @ V6

X

1½"
CLR.
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TYPICAL END ELEVATION
END TYPE C SHOWN, OTHER END TYPES SIMILAR.

X DIMENSION SHALL BE 1'-4" FOR �G4 AT END TYPE A ONLY.ë - 
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STRANDS NOT SHOWN

R=3"

2 G8 #6
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G6 W12 TIES - STAGGER 
SPACING ON ALTERNATE
STIRRUPS AS SHOWN.

EXTEND STRAIGHT STRANDS
IDENTIFIED IN GIRDER SCHEDULE

Þ - VARIES FOR SKEWED ENDS.
á - #3 OR #4 MAY BE SUBSTITUTED.  FIELD BENDING IS OPTIONAL.
ß - PAIRS OF  G7 BARS, OR  G9 AND  G10 BARS, MAY BE USED
    INTERCHANGEABLY AS BOTTOM FLANGE TIES.
à - 1 G11 MAY BE SUBSTITUTED FOR 2 G2 WITHIN THE V1 SPA. @ V2.
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 G2 #5

 G4 #5
(TYP.)

 G3 #5
9"9½"2"+B1

 G7 #3
(TYP.)

 G6 W12
(TYP.)

 G5 #7 (TYP.)

G8 �#6 EMBED 6'-0"
INTO GIRDER. OMIT 
FOR END TYPE B.

VIEW B
SAWTEETH SHOWN
BY HATCHED AREA

STRANDS NOT SHOWN

6 G4 #5 WITH
2'-0" MIN. SPLICE
AND TEMPORARY STRANDS
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